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CHAPTER 2J
DRI LLI NG FOR SUBSURFACE | NVESTI GATI ONS

2J-01. GENERAL

This chapter covers the investigation of the distribution,
type, and physical properties of subsurface materials. These
investigations pertain to foundations, borrow, and ground water.

Subsur face investigations are usually acconplished by
drilling, auger boring, or excavating test pits, trenches, or
shafts.

2J-02. GENERAL REQUI REMENTS

a. Type of Investigation - Check purpose, depth, type of
materials, ground water conditions, underground utilities prior
to start.

b. Equi prent

(1) Check that requirenents to be used will serve intended
pur pose.

(2) Study usages of various types of equipnent.

c. Reports

(1) Check with supervisor as to reports required and data
to be submtted.

(2) Understand reasons for report data requirenents.

d. Markers - Check for installation of pernanent
expl oration markers.

2J-03. SURVEY CONTROL

a. Location

(1) Check each exploration is located accurately by tie-in
to survey grids or established base |ines.

(2) Check elevations are established from existing
vertical control.

(3) Check permissible variation of |ocations.
(a) Foundation Exploration - Mnor only.
(b) Borrow Exploration - Reasonabl e.
2J-04. SAWPLES
a. Type
(1) Representative disturbed
(2) Undi sturbed
(3) Bedrock.
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b. Handling

(1) Check sanple to assure it is representative of the
material. Do not scalp over, undersize, or blend naterials from
| ayers or |enses.

(2) Check that all sanples are protected fromjarring,
vibration, and exposure to heat or frost.

(a) Check nethod of packing.

(b) Check transportation.

(3) Check that each sanple is identified.

(4) Check need for noisture content testing.
2J-05. COPERATION

a. Ceneral

(1) Check that witten permission for right of entry has
been obtai ned from|andowner, if appropriate.

(2) Check for authorization frominstallation commander.

(3) Check requirenents for fencing, covering, or closure
of pits.

(4) Check backfilling and grading of excavation.

b. Drilling and Sanpling

(1) Recheck purpose versus type of equipnent.
(a) Record penetration resistance.
(b) Apply soils classification to soil sanples.

(c) Check cleaning out of casing prior to undisturbed
sanpl i ng.

(d) Check use of drilling nmud in lieu of casing.
(e) Check level table during drilling.

c. Dilling Gout and Drain Holes

(1) Check drill hole location plan.

(2) Check that peripheral grout holes are drilled and
grouted according to the specified grouting plan.

(3) Check that drain holes are not drilled until all
adj acent grout hol es have been conpl et ed.

d. Drilled Water Wlls

(1) Check for placenment of casing pipe in overburden
portion of well.

(2) Check that pipe extends above ground surface.
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(3) Check for inner casing if required.
(4) Check for grouting between casings.

(5) Check for alignment and pl unbness of casing and rock
hol e.

(6) Check setting of well screen in well drilled only in
soil .

(7) Check that well is capped if permanent punp is not
instal | ed.

e. Test of Wells for Yield and Drawdown

(1) Check depth of static water before punping.
(2) Check vol une punped.

(3) Check depth after punping.

(4) Check recovery rate.

(5) Monitor observation wells, if available, frequently.
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